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PERFORMANCE RECORD

REYNEARS LIFT-AND-SLIDE PATIO DOOR -
REFERENCE STANDARDS

1. OUR PRODUCTS ARE CERTIFIED ACCORDING TO THE FOLLOWING
STANDARDS :

1.1

1.2

AAMA/WDMA/CSA 101/IS2/A440-08 — Windows, doors and skylights

CP155 lift and slide patio door :
LC-CP30 : Dimensions tested 5010 mm x 3000 mm ( 197 x 118P0)

CSA A440S1-19 - Supplément canadien

CP155 lift and slide patio door :

Structural Strength Test Pressure: +/- 1440 Pa

Water Penetration Resistance Test Pressure = 220 Pa (4.6 psf)
Canadian Level of Air Infiltration/Exfiltration = A2 level

2. OUR PRODUCTS ARE CERTIFIED ACCORDING TO THE FOLLOWING
STANDARDS:

21

2.2

2.3

2.4

2.5

ASTM F1233-08 — Test method for security glazing materials and systems.
CAN/ONGC 12.8 (IGMA) — Insulating glass manufacturers alliance.
CAN/CGSB-12.20-M89 — Window glass calculation rule for buildings.

CAN/CGSB-12.8-M97 — Insulated glazing.

CAN/CGSB-79.1-M91 — Mosquito net.

3. OUR MATERIALS ARE CERTIFIED ACCORDING TO THE FOLLOWING
STANDARDS :

3.1

3.2

3.3
3.4
3.5
3.6

Aluminum (non-combustible material) / ASTM B 221 — Standard specification for aluminum and aluminum — alloy extruded
bars, rods, wire, profiles and tubes

ASTM D-4726-02 — Standard specification for rigid polyvinyl chloride (PVC) exterior-profile extrusions used for assembled
windows and doors.

CAN/CGSB-12.1-M90 — Tempered or laminated safety glass.

CAN/CGSB-12.3-M91 — Float glass, flat and clear.

CAN/CGSB-12.11-M90 - Reinforced safety glass

CAN/CGSB-12.13-M91 — Patterned glass.
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