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PERFORMANCE RECORD

SLIDING ALUMINUM WINDOW (ENNOVA) —
REFERENCE STANDARDS

1.

OUR PRODUCTS ARE CERTIFIED ACCORDING TO THE FOLLOWING
STANDARDS :

1.1

1.2

AAMA/WDMA/CSA 101/IS2/A440-11 — Windows, doors and skylights

6" frame:
R- CP65 / Dimensions tested 1600mm x 1117mm (63" x 44") - HS

6” frame reinforced molding :
LC- CP50 / Dimensions testées 1830mm x 1525mm (72" x 60'') — HS

7.5"” frame :
R- CP60 / Dimensions testées 1600mm x 1100mm (63" x 43") — HS

CSA A440S1-17 — Canadian supplement

6" frame

Positive design pressure (PC) = 3120 Pa (65Ib/pi?)

Négative design pressure (PC) = -3120 Pa (-65Ib/pi?)

Water penetration resistance test pressure = 730 Pa (15Ib/pi?)
Canadian air infiltration/exfiltration level = Niveau A3

6" frame reinforced molding

Positive design pressure (PC) = 2400 Pa (50Ib/pi?)

Négative design pressure (PC) = -2400 Pa (-50Ib/pi?)

Water penetration resistance test pressure = 720 Pa (15Ib/pi?)
Canadian air infiltration/exfiltration level = Niveau A3

7,5" frame

Positive design pressure (PC) = 2880 Pa (60Ib/pi?)

Négative design pressure (PC) = -2880 Pa (-60Ib/pi?)

Water penetration resistance test pressure = 730 Pa (15Ib/pi?)
Canadian air infiltration/exfiltration level = Niveau A3
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1.3 CAN/CSA-A440.2-14 — Energy efficiency of windows :
Simulation dimensions : 1500mm x 1200mm
6’ frame

DG:

Energy efficiency: RE 28 to RE 29*

U global (U window): 1,79 w/m2-k a 1,8 w/m2-k*
CGCS (SHGC) : 0,5 a 0.51*

SG:

Energy efficiency: RE 32*

U global (U window): 1,63 w/m2-k a 1,67 w/m2-k *
CGCS (SHGC) : 0,5 a 0.52*

® GSG:

Energy efficiency: RE 37*

U global (U window): 1,35 w/m2-k a 1,37 w/m2-k *
CGCS (SHGC) : 0,48*

7.5” frame

DG:

Energy efficiency: RE 30*

U global (U window): 1,73 w/m2-k*
CGCS (SHGC) : 0,5 t0 0.51*

®SG:

Energy efficiency: RE 34*

U global (U window): 1,56 w/m2-k to 1,60 w/m2-k *
CGCS (SHGC) : 0,50 2 0.52*

®DGSG:

Energy efficiency: RE 38 a 39*

U global (U window): 1,28 w/m2-k a 1,30 w/m2-k *
CGCS (SHGC) : 0,48*

* Performance obtained without tile
® ENERGY STAR Certified
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2. OUR PRODUCTS ARE CERTIFIED ACCORDING TO THE FOLLOWING
STANDARDS:

2.1

2.2

2.3

2.4

2.5

ASTM F1233-08 — Test method for security glazing materials and systems.
CAN/ONGC 12.8 (IGMA) — Insulating glass manufacturers alliance.
CAN/CGSB-12.20-MS9 — Window glass calculation rule for buildings

CAN/CGSB-12.8-M97 — Insulated glazing.

CAN/CGSB-79.1-M91 — Mosquito net.

3. OUR MATERIALS ARE CERTIFIED ACCORDING TO THE FOLLOWING
STANDARDS :

3.1

3.2

3.3
3.4
3.5
3.6

Aluminum (non-combustible material) / ASTM B 221 — Standard specification for aluminum and aluminum — alloy extruded
bars, rods, wire, profiles and tubes

ASTM D-4726-02 — Standard specification for rigid poly (vinyl chloride) (PVC) exterior-profile extrusions used for assembled
windows and doors.

CAN/CGSB-12.11-M90 — Reinforced safety glass

CAN/CGSB-12.13-M91 — Patterned glass.

CAN/CGSB-12.1-M90 — Tempered or laminated safety glass.

CAN/CGSB-12.3-M91 — Float glass, flat and clear.
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